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DP SERIES PLASTIC PUMP 
 
 
DP series plasƟc pumps can be used tradiƟonal machine tools 
applicaƟons. But also, it is perfectly suitable for clean water and 
chemical soluƟons because of the pump’s materials.   
 
Materials of the pump parts; 
 

Pump body : PPS 
Stages : PPS 
Diffusers : PPS 
Impellers : PPS 
Cover: PPS 
Axial Impellers: PPS 
Bushing : PPS 
ShaŌ : DIN 1.4301 (AISI  304) 
Strainer (OpƟonal): PE 
Bearing Rings : Tungsten Carbide - Ceramic 

 
There are three different pump at same modular design; 
 
1 - DP 60 Series : Qmax = 60 l/min , Hmax = 6 m (per stage) 
2 - DP 100 Series : Qmax = 110 l/min , Hmax = 6 m (per stage) 
3 - DP 150 Series : Qmax = 160 l/min , Hmax = 7 m (per stage) 
 
DP Series pumps can be supply low and medium pressure because of 
their mulƟstage design.  
 
 

 
 
 
SpecificaƟons; 
 

Pump shaŌ is AISI 304 stainless steel as a standard. 
Perfectly suitable for chemical liquids. 
Pump materials are durable for high corrosion. 
Chip size max. 4 mm. 
Small space requirements due to the compact design. 
All pumps are seal-less. 
It can be produced with single-phase motor as an opƟon.  

 
 
ApplicaƟon Fields; 
 

DehumidificaƟon systems, 
Liquids containing solid parƟcles, 
Alkaline, solvents, coolants and lubricants etc. 
Surface washing, cleaning, degreasing,  
Recycling in Machine-tool industry, 
CirculaƟon of coolant, 
CirculaƟon beverage systems, 
PrinƟng industry. 

 
 
 

Figure 34- DP Series Pumps 
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Figure 35- DP Series Exploded View 
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Pump Parts : 
 
1. Electric Motor 
2. Pump Body 
3. Stages 
4. Diffuser 
5. O-ring 
6. Impeller 
7. Cover 
8. Axial impeller 
9. Strainer 
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DP 60 PUMP 
 
ApplicaƟons: 
 

CirculaƟon systems,  
Beverage industry, 
PrinƟng industry. 

 
Fluid SpecificaƟons: 
 

Coolants, 
Cuƫng oils, 
Chemical soluƟons, 
DisƟlled or deionize water, 
Chip contains liquids (max. 4mm) 
Fluid temperature 0...60 °C 
KinemaƟc viscosity 1...12 mm2/s 

 
Materials: 
 
Pump body           : PPS 
Stages    : PPS 
Diffusers                 : PPS  
Impeller   : PPS 
Cover    : PPS  
Axial impeller   : PPS 
Strainer (OpƟonal)  : PE 
Pump shaŌ   : Stainless steel - AISI 304 (DIN 1.4301)  
Electric motor     : 3 phase inducƟon motor 
      1 phase inducƟon motor (OpƟonal) 
      2 pole, 3000 rpm 
      ProtecƟon degree IP 54 
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DIMENSIONS & NOMINAL VALUES 

     * Pump dimensions according to EN 12157. 
 
  ** The performance curves are based on 1 
mm2/s (cSt) kinemaƟc viscosity values and 997 
kg/m3 density  
 
*** Curve tolerance according to ISO 
9906:2012 Grade 3B. 
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TYPE 

Depth of 
Immersion        

h (mm) 

      Weight Power Voltage Frequency Rated 
current 

Speed 
a b c        

mm kg kW V(Δ/Y) Hz A rpm 
DP 61/120 120 113 216 87 3.2 0.09 230/400 50 0.48/0.28 2830 
DP 61/170 170       3.3       
DP 61/220 220       3.4       
DP 61/270 270       3.5           
DP 62/160 160 113 216 87 3.9 0.15 230/400 50 0.80/0.46 2850 
DP 62/210 210       4.0       
DP 62/260 260       4.1       
DP 62/310 310       4.2           
DP 63/200 200 124 240 104 4.6 0.25 230/400 50 1.26/0.73 2760 
DP 63/250 250       4.7       
DP 63/300 300       4.8       
DP 63/350 350       4.9           
DP 64/240 240 124 240 104 5.3 0.28 230/400 50 1.73/1.0 2820 
DP 64/290 290       5.4       
DP 64/340 340       5.5       
DP 64/390 390       5.6           
DP 65/280 280 124 240 104 6.1 0.37 230/400 50 2.16/1.25 2820 
DP 65/330 330       6.2      
DP 65/380 380       6.3           
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DP 100 PUMP 
 
ApplicaƟons: 
 

CirculaƟon systems,  
Beverage industry, 
PrinƟng industry. 

 
Fluid SpecificaƟons: 
 

Coolants, 
Cuƫng oils, 
Chemical soluƟons, 
DisƟlled or deionize water, 
Chip contains liquids (max. 4mm) 
Fluid temperature 0...60 °C 
KinemaƟc viscosity 1...12 mm2/s 

 
Materials: 
 
Pump body           : PPS 
Stages    : PPS 
Diffusers                 : PPS  
Impeller   : PPS 
Cover    : PPS  
Axial impeller   : PPS 
Strainer (OpƟonal)  : PE 
Pump shaŌ   : Stainless steel - AISI 304 (DIN 1.4301)  
Electric motor     : 3 phase inducƟon motor 
      1 phase inducƟon motor (OpƟonal) 
      2 pole, 3000 rpm 
      ProtecƟon degree IP 54 
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     * Pump dimensions according to EN 12157. 
 
  ** The performance curves are based on 1 
mm2/s (cSt) kinemaƟc viscosity values and 997 
kg/m3 density  
 
*** Curve tolerance according to ISO 
9906:2012 Grade 3B. 
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DP 105 

DIMENSIONS & NOMINAL VALUES 

TYPE 

Depth of 
Immersion        

h (mm) 

      Weight Power Voltage Frequency Rated 
current 

Speed 
a b c       

mm kg kW V(Δ/Y) Hz A rpm 
DP 101/120 120 113 216 87 3.5 0.12 230/400 50 0.61/0.35 2880 
DP 101/170 170       3.6      
DP 101/220 220       3.7      
DP 101/270 270       3.8           
DP 102/160 160 113 216 87 4.0 0.18 230/400 50 0.85/0.49 2820 
DP 102/210 210       4.1      
DP 102/260 260       4.2      
DP 102/310 310       4.3           
DP 103/200 200 124 240 104 4.7 0.25 230/400 50 1.26/0.73 2760 
DP 103/250 250       4.8      
DP 103/300 300       4.9      
DP 103/350 350       5.0           
DP 104/240 240 124 240 104 5.4 0.37 230/400 50 2.16/1.25 2820 
DP 104/290 290       5.5      
DP 104/340 340       5.6      
DP 104/390 390       5.7           
DP 105/280 280 138 265 111 7.3 0.55 230/400 50 2.25/1.3 2780 
DP 105/330 330       7.4      
DP105/380 380       7.5           
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DP 150 PUMP 
 
ApplicaƟons: 
 

CirculaƟon systems,  
Beverage industry, 
PrinƟng industry. 

 
Fluid SpecificaƟons: 
 

Coolants, 
Cuƫng oils, 
Chemical soluƟons, 
DisƟlled or deionize water, 
Chip contains liquids (max. 4mm) 
Fluid temperature 0...60 °C 
KinemaƟc viscosity 1...12 mm2/s 

 
Materials: 
 
Pump body           : PPS 
Stages    : PPS 
Diffusers                 : PPS  
Impeller   : PPS 
Cover    : PPS  
Axial impeller   : PPS 
Strainer (OpƟonal)  : PE 
Pump shaŌ   : Stainless steel - AISI 304 (DIN 1.4301)  
Electric motor     : 3 phase inducƟon motor 
      1 phase inducƟon motor (OpƟonal) 
      2 pole, 3000 rpm 
      ProtecƟon degree IP 54 
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     * Pump dimensions according to EN 12157. 
 
  ** The performance curves are based on 1 
mm2/s (cSt) kinemaƟc viscosity values and 997 
kg/m3 density  
 
*** Curve tolerance according to ISO 
9906:2012 Grade 3B. 
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DIMENSIONS & NOMINAL VALUES 

TYPE 

Depth of 
Immersion        

h (mm) 

      Weight Power Voltage Frequency Rated 
current 

Speed 
a b c       

mm kg kW V(Δ/Y) Hz A rpm 
DP 151/120 120 113 216 87 3.8 0.18 230/400 50 0.85/0.49 2820 
DP 151/170 170       3.9      
DP 151/220 220       4.0      
DP 151/270 270       4.1           
DP 152/160 160 124 240 104 4.9 0.37 230/400 50 2.16/1.25 2820 
DP 152/210 210       5.0      
DP 152/260 260       5.1      
DP 152/310 310       5.2           
DP 153/200 200 138 265 111 7.0 0.55 230/400 50 2.25/1.3 2780 
DP 153/250 250       7.1      
DP 153/300 300       7.2      
DP 153/350 350       7.3           
DP 154/240 240 138 265 111 7.1 0.55 230/400 50 2.25/1.3 2780 
DP 154/290 290       7.2      
DP 154/340 340       7.3      
DP 154/390 390       7.4           
DP 155/280 280 138 265 111 8.1 0.75 230/400 50 3.12/1.8 2820 
DP 155/330 330       8.2      
DP 155/380 380       8.3           


